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1.1 Healy Part No. 6395B Mini-Boot Replacement for 900 Series Nozzles

Installing the new Mini-Boot

NOTE: Heating the Mini-Boot in water softens the material, making it easier to install.

a clear hole condition exists in the push rod hole of the spout body before 
proceeding.

into an approved container (do not compress the mini-boot in any manner) 

free state condition must be repaired or replaced.
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not dispense fuel must be repaired or replaced.

1.2 Healy Part No. 8155 Spout Replacement

th

Installing the New Spout Assembly

casting.



Testing the New Spout: 

All spout replacements must be tested to ensure the installation has been 
completed correctly.

1.2.8 Dispense product into a container deep enough to cover the small hole near 

immerse the spout until the hole is covered.   If shutoff does not occur, turn off 
the dispenser, remove the spout, and check the o-rings.  Replace the o-rings 

through 1.2.8.  If shutoff does occur, go to Section 1.2.9.

shutoff; it should be quick and positive.  If shutoff tests are successful, the 

the dispenser, remove the spout, and check the o-rings.  Replace the o-rings 

through 1.2.9.

Healy Scuffguard Replacement 
distributor for correct part no.)

the spout to remove.

reverse of the step above.



Healy Part No. 469 Handle Cover Replacement

front of the cover are slid under the Scuffguard.

1.5 Healy Part No. 6358 Handguard Replacement

sure to observe the orientation of the spring so it can be properly reinstalled.  

Do not peen at this time.

of the clip, handguard and approximately 1/8” through the casting.  Slide the 

hold-open clip.  Push in the spring so the pin passes through the coil and into 
the other ears on the casting, handguard and clip.  Be sure the hold-open clip 

Healy Part No. 6130-4 Lever Replacement
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Illustration
Reference

Part
Description

Healy

1
2

279A
Spout Assembly 8155

5

7 *

8 Rear Guard Pin
9 * Spring
10 Handguard
11
12 *

* 219

15
*
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1.9 Healy Part No. 8034-1 V/L Test Sleeve for use with Healy 900 Nozzles

1.9.1 Overview

reading.

be used in conducting this test. 

1.9.2 Test Procedure

  Note: Conduct all pre-tests and testing in accordance with Exhibit 5 of either 
   Executive Order VR-201-G or VR-202-G.

unleaded vehicle.

assembly).
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1.10 How to Adjust the V/L (Vapor over Liquid) Ratio on the Healy 900 Series Nozzle

Do not remove cover assembly.

Valve.  Insert a .050 hex-key into the center opening of the Vapor Valve 


